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and C of this part apply to the marine
transfer area for LHG of each inactive
facility.

[CGD 88–049, 60 FR 39794, Aug. 3, 1995]

§ 127.003 Incorporation by reference.
(a) Certain material is incorporated

by reference into this part with the ap-
proval of the Director of the Federal
Register in accordance with 5 U.S.C.
552(a) and 1 CFR part 51. To enforce
any edition other than that specified in
paragraph (b) of this section, the Coast
Guard must publish notice of change in

the FEDERAL REGISTER and make the
material available to the public. All
approved material is on file at the Of-
fice of the Federal Register, Room 700,
800 North Capitol Street NW., Wash-
ington, DC 20408, and at the U.S. Coast
Guard, (G–MOC), Room 1108, 2100 Sec-
ond Street SW., Washington, DC 20593–
0001, and is available from the sources
indicated in paragraph (b) of this sec-
tion.

(b) The material approved for incor-
poration by reference in this part, and
the sections affected, are:

THE AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)
1430 Broadway, New York, NY 10018:

ANSI B16.5, Pipe Flanges and Flanged Fittings 1988, including 1992 Addenda
and Errata .................................................................................................... 127.1102

ANSI S12.13, Part I, Performance Requirements, Combustible Gas Detectors,
1986 ............................................................................................................... 127.1203

AMERICAN PETROLEUM INSTITUTE (API)
1220 L Street NW., Washington, DC 20005:

API RP 2003, Protection Against Ignitions Arising Out of Static, Lightning
and Stray Currents, 1991 ............................................................................... 127.1101

AMERICAN SOCIETY OF MECHANICAL ENGINEERS (ASME)
Three Park Avenue, New York, NY 10016–5990:

ASME B31.3, Chemical Plant and Petroleum Refinery Piping, 1993 ................ 127.1101
AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

100 Barr Harbor Drive, West Conshohocken, PA 19428–2959.
ASTM F 1121–87 (1993), Standard Specification for International Shore Con-

nections for Marine Fire Applications ......................................................... 127.611;
127.1511

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)
1 Batterymarch Park, Quincy, MA 02269:

NFPA 10, Portland Fire Extinguishers, 1994 .................................................... 127.603;
127.1503

NFPA 30, Flammable and Combustible Liquids Code, 1993 .............................. 127.313;
127.1313

NFPA 51B, Fire Prevention in Use of Cutting and Welding Processes, 1994 .... 127.405;
127.1405

NFPA 59A, Production, Storage, and Handling of Liquefied Natural Gas
(LNG), 1994 .................................................................................................... 127.101;

127.201;
127.405;
127.603

NFPA 70, National Electrical Code, 1993 ......................................................... 127.107;
127.201;
127.1107

NFPA 251, Fire Tests of Building Construction and Materials, 1990 ................ 127.005

[CGD 88–049, 60 FR 39794, Aug. 3, 1995; 60 FR
49509, Sept. 26, 1995, as amended by CGD 96–
026, 61 FR 33665, June 28, 1996; 61 FR 36629,
July 12, 1996; USCG–1999–5832, 64 FR 34714,
June 29, 1999; USCG–1999–5151, 64 FR 67175,
Dec. 1, 1999]

§ 127.005 Definitions.

As used in this part:
Active means accomplishing the

transfer of LHG or LNG, or scheduling

one to occur, within 12 months of the
current date.

Captain of the Port (COTP) means the
Coast Guard officer designated by the
Commandant to command a Captain of
the Port Zone as described in Part 3 of
this chapter, or an authorized rep-
resentative.

VerDate 11<MAY>2000 02:04 Jul 14, 2001 Jkt 194124 PO 00000 Frm 00026 Fmt 8010 Sfmt 8010 Y:\SGML\194124T.XXX pfrm06 PsN: 194124T


